CONTRACT C REQUIREMENTS

PRON: M141F434M1 AMC: 1
TDPL: 11579010:19206
NSN: 1010010432049

AMSC: G
TDPL DATE: 11/18/2003
NOMENCLATURE : TUBE ASSEMBLY, TRAVERSING

ATC: FTMLL

ENGINEERING EXCEPTIONS: The Following Engineering Changes Apply To This Procurement Action(s):

1. Drawing 11579006 apply Distribution Statement A.
2.Drawings 11579010, 11579021, 11579022 apply Distribution Statement C.

3. Drawing 11579006 Change Suggested Sources of Supply
From: Disogrin Industries
Grenier Field
Manchester, New Hampshire 03103
Code Ident No. 05262
To: Simrit Fluid Power
P.O. Box 844
Spencer, I1A 51301
Tel: 712-262-4867

4. All inspecton drawings and documents apply Distribution Statement A.
5. Drawing 115685302 & Drawing 11585400 - use ASME B47.1 in lieu of AGD

CONTINUED NEXT PAGE

GFM/GFE : DRAWING NO.

MYLARS REQUIRED(Check One): __ YES X_NO
CERTIFICATION SIGNATURE(s) / CONCURRENCE :

@ BENJAMIN KAHN

ENG BENJAMIN KAHN 10/01/2003 AMSTA-AR-CCB 374-3857
Type/Print Name Signature Date Office Symbol DSN Telephone
LCSE @
Type/Print Name Signature Date Office Symbol DSN Telephone
PKG NORMAN JAMES @ NORMAN JAMES 09/15/2003 AMSTA-CCB-EP 974-4167
Type/Print Name Signature Date Office Symbol DSN Telephone
PKG-REV
Type/Print Name Date Office Symbol DSN Telephone
PAD RACHEL HUYCK @ RACHEL HUYCK 10/06/2003 AMSTA-AR-QAC 974-3707
Type/Print Name Signature Date Office Symbol DSN Telephone
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ENGINEERING EXCEPTION TEXT (CONTINUED )

STD specified on the drawi ngs for the HANDLES.

6. QAP (QS) 11579010 - Change STM 1 FI RST ARTI CLE REQUI REMENTS

From

Two each TUBE ASSEMBLY, TRAVERSI NG 11579010, shall be furnished for 100 %
i nspection to assure conpliance with QAP(s), specification(s), draw ng(s),
and contract. One unit shall be furni shed unassenbl ed and wit hout
protective finish per Dwg 7309999 applied to applicable parts. The ot her
unit shall be furnished assenbled and with protective finishes applied in
accordance with applicable drawi ngs. Docunentation of the phosphate
coating process (ref para 3.1 & 4.5 of DOD STD-16232) shall be subnitted
with the First Article.

To:

One each TUBE ASSEMBLY, TRAVERSI NG, 11579010, shall be furnished for 100 %
i nspection to assure conpliance with QAP(s), specification(s), draw ng(s),
and contract.

"The foll owi ng Government Acceptance | nspection Equi prent
(AlE) designs drawi ngs, cited el sewhere in the technical data,
are appropriate for use during performance of this contract to
i nspect the applicable characteristics

o Al AE designs specified for critical Characteristics/
Def ect s

0 Oher -Lists by citing individual draw ng nunbers or
equi prent List(s).

MONE

[All other Government AlE designs which are cited in the

Techni cal Data Package List or in any of the documents in the
techni cal data package are no | onger being naintai ned by the
CGovernment, nmay not reflect the |atest conponent configuration

and are, therefore, included for information purposes only.

Except for the AIE designs |listed above, the contractor is
responsi ble for the design and subnission to the Governnent for
review of all other AIE in accordance with C ause speci fied
el sewhere in Section E of this contract."
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